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Produktinformation 
 

 

Ms 5420 / L - SMD - Transponderspulen  006173 .. Rev. 1 
 

NEOSID   

5
,6

±
0
,3

5
,8

+
0
,2

/-
0
,4

20,2±0,6

 

 

Kennzeichnung: Fertigungsdatum nach DIN EN 60062.  Einheiten:  mm 
Schaltung Lötflächen-Empfehlung 

 

 

3.4

20.8

4
.6

 
 

lötbar nach IPC/JEDEC J-STD-020-E 

Prüfung:  
L ± R  fres  Q  fL,Q S typ 

*1 Imax Art. Nr.: Bemerkung 

[mH] 
bei U=0.1V 

% [] [MHz]  [kHz] [mV/A/m] [mA] 006173 ..  

0,19 5 0,9 2,0 65 125 15 850 .. 01  

0,4 5 1,3 1,5 80 125 25 500 .. 02  

0,9 5 2,5 0,8 80 125 40 350 .. 03  

1,2 5 5,0 0,7 80 125 50 250 .. 04  

2,38 5 9,5 0,35 65 125 80 200 .. 05  

2,66 5 10 0,35 60 125 85 200 .. 06  

4,5 5 9,5 0,35 70 125 130 160 .. 07  

5,6 5 14,7 0,27 50 125 170 150 .. 08  

7,2 10 16,2 0,25 30 125 280 100 .. 09  
*1: Styp gemessen bei 125 kHz mit Helmholtz Spule   

Betriebstemperaturbereich: -40°C to + 125°C max. Löttemperatur: TC = 260°C 

Lager- und Transportbedingungen (im Blistergurt): +10°…+40°C ;     

70% rel. Luftfeuchtigkeit, dunkle Transport- und Lagerbedingungen. 

Verpackung im Blistergurt, 
VPE = 650 Stk./Rolle 

 

Haspel

P1

16,0

 E

1,75

Bo DoAo

1,56,1 21

 F Ko Po S

 4,040,420,2 6,2

 TP2  W

44 2,0 0,4

A

B - B

Do

2,0

A - A

Abzugskraft = 0,1-1,3  vergl. DIN EN 60286 - 3 /5.4.

*) Messebene im Abstand 0,3 vom Boden.


B

B

A

16

12,8 44,4

A

Ø
8
0

50,4

(bestückt)

Ablaufrichtung
 

aus der Haspel

2
1
*)

4
4



*)

6,1 *)

*)

Blisterpack entsprechend DIN EN 60286/3:2014 ausgelegt.
              

  

http://www.neosid.de/
http://www.neosid.de/


 
11 November 2020 | Seite 2/8 

 

NEOSID Pemetzrieder 

GmbH & Co.KG 

Langenscheid 26-30 
58553 Halver/Germany 

Postfach 1354 
58543 Halver/Germany 

Telefon: +49 2353 71-0 
Telefax: +49 2353 7154 

E-Mail: info@neosid.de 
Internet: www.neosid.de 

 
 

A
lle

 A
n

ga
b

en
 o

h
n

e
 G

ew
äh

r.
 Ir

rt
ü

m
er

 u
n

d
 Ä

n
d

er
u

n
ge

n
 v

o
rb

eh
al

te
n

. 
N

o
 r

es
p

o
n

si
b

ili
ty

 is
 t

ak
en

 f
o

r 
th

e 
co

rr
ec

tn
es

s.
 E

rr
o

rs
 a

n
d

 c
h

an
gi

n
gs

 r
es

er
ve

d
. 

Produktinformation 
 

 

Elektrische Werte (typisch) 

L(I)-Messung: (30 s Verzögerung) 

 

dT(I)-Messung: (30 s Verzögerung) 
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Produktinformation 
 

 

L(f)-Messung:  

 
Q(f)-Messung:  
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Produktinformation 
 

 

Lötbedingungen 

Empfohlene Löttechnik Reflow 

Lötwärmebeständigkeit TC = 260 °C, 10 s 

 

Im Rahmen unserer internen Löttests haben diese Neosid-Bauteile die Eignung für den Prozess mit 

der erforderlichen Temperatur nach IPC / JEDEC J-STD-020-E bestanden. 

 

X-/Y- Spulen 
 

Wir fertigen aufwändig gestaltete Ferritkerne für induktive Bauelemente in einem speziellen 
Spritzgussverfahren und haben somit weitaus größere Möglichkeiten der Formgebung. So ist je nach 
Einsatzmöglichkeit, Anwendungsgebiet und Konstruktionskonzept eine Vielfalt an Formen machbar.  
Dies ermöglicht es uns, kundenspezifische X-/Y- Spulen nach ihren Kundenvorgaben herzustellen.  
 

Kennzeichen 
✓ Kompakte Baugröße 
✓ Automatisch bestückbar (Auslieferung im Blistergurt) 
✓ Ansaugfläche (ASF) für SMD-Bestückung als Halbverguss 
✓ Für optimierte Befestigung auf der Leiterplatte auf Wunsch mit 

Heißsiegelfläche (HSF) 
✓ Großer Induktivitätsbereich 
✓ Hohe Q-Werte 
✓ Hohe Empfindlichkeit 
✓ Für Reflowlötung geeignet 
✓ Betriebstemperaturbereich -40°C bis +125°C 
✓ Gute Vibrations- und Falltesteigenschaften 

 

Anwendungen 
✓ Transponder-Antenne 
✓ Entkopplung in HF- und ZF-Schaltungen 
✓ Einsatz in selektiven Kreisen 

 

http://www.neosid.de/
http://www.neosid.de/
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Product Information 
 

Ms 5420 / L - SMD - Transponder coil  006173 .. Rev. 0 
 

NEOSID   
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±
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0
.2

/-
0
.4

20.2±0.6

 

 

Marking: Production date acc. DIN EN 60062.  Dimensions:  mm 
Circuit Solder areas - Recommendation 

 

 

3.4

20.8

4
.6

 
 

solderable acc. IPC/JEDEC J-STD-020-E 

Testing:  
L ± R  fres  Q  fL,Q S typ 

*1 Imax Part No.: Remark 

[mH] 
at U=0.1V 

% [] [MHz]  [kHz] [mV/A/m] [mA] 006173..  

0.19 5 0.9 2.0 65 125 15 850 ..01  

0.4 5 1.3 1.5 80 125 25 500 ..02  

0.9 5 2.5 0.8 80 125 40 350 ..03  

1.2 5 5.0 0.7 80 125 50 250 ..04  

2.38 5 9.5 0.35 65 125 80 200 ..05  

2.66 5 10 0.35 60 125 85 200 ..06  

4.5 5 9.5 0.35 70 125 130 160 ..07  

5.6 5 14.7 0.27 50 125 170 150 ..08  

7.2 10 16.2 0.25 30 125 280 100 ..09  
*1: Styp measured at 125 kHz with Helmholtz Coil   

Operating temperature range: -40°C to + 125°C max. Soldering heat resistance: Tc = 260°C  

Storage- and transport conditions (in Blisterpack): +10°…+40°C ;     

70% rel. humidity, dark storage and transport conditions. 
Tape & reel,  
PU = 650 pcs./ reel 

Reel

P1

16.0

 E

1.75

Bo DoAo

1.56.1 21

 F Ko Po S

 4.040.420.2 6.2

 TP2  W

44 2.0 0.4

A

B - B

Do

2.0

A - A

*) All cavity dimensions measured at the end of radius (= 0,3 from bottom)


B

B

A

16

12.8 44.4

A

Ø
8
0

50.4

direction of feed (equipped)
 

2
1
*)

4
4



*)

6.1 *)

*)

Blisterpack according to DIN EN 60286/3:2014 designed.

Pull-off strength = 0,1 N -1,3 N , see DIN EN 60286-3:2014/ 7

 
 

 

 

http://www.neosid.de/en
http://www.neosid.de/en
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Product Information 
 

Electrical properties (typical) 

L(I)-Measurement: (30 sec. delay) 

 

dT(I)-Measurement: (30 sec. delay) 
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Product Information 
 

 

L(f)-Measurement: 

 
Q(f)-Measurement: 
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Product Information 
 

 

Soldering conditions 

Recommended soldering Reflow 

Soldering heat resistance TC = 260 °C, 10 sec. 

 

During our internal soldering tests this Neosid components have been proved to be suitable for the 

processing with the required temperature profiles according to IPC / JEDEC J-STD-020-E. 

 

 

X-/Y-coils 
 

We manufacture extensive ferrite cores for inductive components in a special injection-molding 
process, which opens up far more options when it comes to shaping. This means that a multitude of 
shapes is feasible, depending on the application requirements and the design concept. This enables  
us to produce X-/Y- coils for customer´s specification. 
 

Features 
✓ Compact design 
✓ Suitable for automatic insertion (delivered in T&R) 
✓ Pick and place area as top potting 
✓ Increasing PCB stability by using HSF (hot melting dot), (optional) 
✓ Wide inductance range 
✓ High Q-values 
✓ High sensitivity 
✓ Suitable for reflow soldering 
✓ Operating temperature range -40°C to +125°C 
✓ Good vibration- and drop test performance 

 

Applications 
✓ LF Transponder antenna 
✓ Decoupling in RF- and IF circuits 
✓ Use in frequency selective circuits 

 

http://www.neosid.de/en
http://www.neosid.de/en

